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Part 1 – Installing the SoftWare (v1.02 or later)

Install the software included on the CD-ROM into your PC and follow the instructions 
on ‘How to install new software into your iScan VP50PRO’ or go to the Anchor Bay 
website (http://www.anchorbaytech.com/support/software_downloads/
vp.php) and follow the instructions to download the software. 

Part 2 – Installing the HardWare

Contents
	 •	 Precision HD-SDI Dual Input Module 
	 •	 Stand-offs (2)
	 •	 Lock Washers (2)
	 •	 Nuts (2)
	 •	 CD-Rom (with Installation Instructions and Software)

1.	 Remove the two screws on the top, the three screws on each side and the  
	 one screw on the back of the unit which hold on the top cover using a  
	 #1 bit Philips screwdriver.

Installing the Precision HD-SDI Dual Input Module
in Your DVDO® iScan™ VP50PRO

Thank you for purchasing the Precision HD-SDI Dual Input Module for your DVDO 
iScan VP50PRO. Upgrading your iScan is easy and this Installation Guide will step 
you through the process. If all of these instructions are followed correctly, this  
installation will not affect your warranty. This guide is also on the included CD-ROM 
in color with high-res photography.

This installation process is divided into two parts: software and hardware. For the 
software installation, you will need a PC or laptop computer running the Windows 
operating system, and this computer must also have an RS-232 serial data port 
or a USB port, used in conjunction with a Serial-to-USB adapter. For the hardware 
installation you will need Phillips-head screwdrivers with #1 and #2 bits and a 
14mm wrench.

With the addition of the Precision HD-SDI Input Module two more video inputs are 
available in the Input Select menu: “HDSDI 1” and “HDSDI 2”. 

These inputs can be accessed by either navigating the On Screen Display or by 
using the “SDI” button on the remote control to toggle between these two inputs. 
Discrete IR and Serial Automation codes are also available on the Anchor Bay 
website at www.anchorbaytech.com.

Should you have any issues or problems during your installation, please contact 
Anchor Bay for assistance.
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